
RIDGE & HIP END BOOSTERRIDGE & HIP END BOOSTER CONCEALED GUTTERCONCEALED GUTTER WALL FLASHINGWALL FLASHING

CHIMNEY FLASHINGCHIMNEY FLASHINGCHIMNEY FLASHINGCHIMNEY FLASHINGSKYLIGHT DETAILSKYLIGHT DETAIL

CASE 1:  BACK VIEWCASE 1:  BACK VIEW

7"7" VARIESVARIES 7"7"

CRICKETCRICKET

CORROSION RESISTANTCORROSION RESISTANT

FIREPLACE SADDLEFIREPLACE SADDLE

2" MIN. LAP2" MIN. LAP

COUNTER FLASHINGCOUNTER FLASHING

1"1"

FELTFELT

TILETILE

CEMENT MORTARCEMENT MORTAR

EXTERIOR CEMENT PLASTER ONEXTERIOR CEMENT PLASTER ON

PAPER BACKED METAL LATHPAPER BACKED METAL LATH

COUNTER FLASHINGCOUNTER FLASHING

3"X4" FLASHING3"X4" FLASHING

SHEATHINGSHEATHING

METAL COUNTERMETAL COUNTER

SKYLIGHT FRAMESKYLIGHT FRAME

FELTFELT

TILETILE

METAL FLASHINGMETAL FLASHING

SKYLIGHT FRAMESKYLIGHT FRAME

SKYLIGHT CURBSKYLIGHT CURB

INTERIOR FINISHINTERIOR FINISH

FELTFELT

CANTCANT

TILETILE

METALMETAL

FLASHINGFLASHING

FLASHINGFLASHING

SIDE VIEWSIDE VIEW

HIP RAFTERHIP RAFTER

MISSION OR "S" TILEMISSION OR "S" TILE

SHEATHINGSHEATHING

HIP TILEHIP TILE

BOOSTER TILESBOOSTER TILES

NOTE:NOTE:

NAILER BOARD SHOULD BE CUTNAILER BOARD SHOULD BE CUT

BACK 6" TO 8" TO MAKE ROOMBACK 6" TO 8" TO MAKE ROOM

FOR BOOSTERSFOR BOOSTERS

FELT UNDERLAYMENTFELT UNDERLAYMENT

76mm
76mm

METALMETAL

WIRE BALL WIRE BALL 

STRAINERSTRAINER

METAL DRIPMETAL DRIP

EDGEEDGE

FLASHINGFLASHING

NAILING STRIP TONAILING STRIP TO

SUPPORT SPECIALSUPPORT SPECIAL

GUTTER TILEGUTTER TILE

SPECIAL GUTTER TILESPECIAL GUTTER TILE
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12" MAX.

12" MAX.

16"16"

3"3"

305mm
305mm

406mm
406mm

COUNTERCOUNTER

FLASHINGSFLASHINGS

FLEXIBLE FLEXIBLE 

FLASHINGFLASHING

TO TILETO TILE

MIN. 4 1/2"MIN. 4 1/2"

CONFORMEDCONFORMED

COUNTER FLASHINGCOUNTER FLASHING

2" MIN. LAP2" MIN. LAP

CASE 3:  SIDE VIEWCASE 3:  SIDE VIEW

6"6"

VARIESVARIES

CRICKETCRICKET

TILETILE

CORROSION RESISTANTCORROSION RESISTANT

FIREPLACE SADDLEFIREPLACE SADDLE

FELT UNDERLAYMENTFELT UNDERLAYMENT

may vary in accordance with local and governmental agencies having jurisdiction.  All flashing mustmay vary in accordance with local and governmental agencies having jurisdiction.  All flashing must

The following drawings and specifications are to be used as guidelines only.  The applications shownThe following drawings and specifications are to be used as guidelines only.  The applications shown

be designed and installed to be watertight.  Scale drawings available upon request.be designed and installed to be watertight.  Scale drawings available upon request.

SUGGESTED FLASHING & OTHER DETAILSSUGGESTED FLASHING & OTHER DETAILS
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