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Oriental-Japanese Style ... Excellence in Tradition

Oriental-Japanese Style
M.C.A.’s Oriental-Japanese tile is a unique, interlocking, high quality 
tile made in the Japanese tradition. This beautiful clay tile is available 
in grayish smoked, and various glazed colors and will keep its 
distinctive appearance while withstanding constant exposure to any 
weather  condition.

Traditional designs, as in a Japanese style temple or teahouse, will 
feature ornaments in various shapes and sizes. The most traditional 
color used for a Japanese style teahouse or temple is the C09 
Japanese Black. This color originated in China and was brought 
to Japan over 1400 years ago. Japanese Black, called “Ibushi” in 
Japan, is smoked and is a through body color.

Without the use of decorative ornaments, Oriental-Japanese Style 
tile is also suitable for western, contemporary designs.

A 50-Year Limited Warranty is available on all MCA tiles.

For more information, please contact MCA sales office at  
1-800-736-6221 or sales@mca-tile.com.

CC/CODES, CERTIFICATIONS
•	 IAPMO UES ER-356*                               • Class A, E108 (UL790)
•	 TDI Approval RC-21                                • ASTM C1167, Grade 1
•	 Florida Building Code - FL22539.8           • Made in Japan
•	 Miami-Dade County NOA No. 19-1021.29 (Exp. 12/20/22)

*IAPMO UES Evaluation Report covers City of Los Angeles and is in lieu of ICC-ES.

TILE SPECIFICATIONS:
Actual size:	 12" x 12"

Exposed size:	 10 1/2" x 9 1/2"

Weight per square:	 864 lbs

Weight per piece:	 6 lbs

No. of pieces per sq:	 144 pcs

METRIC TILE SPECIFICATIONS:
Actual size:	 305mm x 305mm

Exposed size:	 266mm x 241mm

Weight per M2:	 54 kg

Weight per piece:	 3.6 kg

No. of pieces per M2:	 15.5 pcs

Japanese Black C-09 (Ibushi) —Long Beach, CA
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